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Precautions

Precautions

[Trademark]

B Windows is a registered trademark of Microsoft Corporation in the United States and other countries.

B Windows Vista is a registered trademark of Microsoft Corporation in the United States and other countries.

B Adobe, the Adobe logo, Acrobat, and Reader are either registered trademarks or trademarks of Adobe Systems

Incorporated in the United States and/or other countries.

M All other brand or product names are or may be trademarks or registered trademarks of, and are used to

identify products or services of, their respective owners.

[About the User ID]

The User ID is very important information.
Never disclose it. Be fully careful of handling of the User ID.

Caution:
(1) You must not reprint all (or a part) of the contents of this manual without getting the permission of Akiyama
Manufacturing.
(2) The contents of this manual may be changed in the future without a notice.
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Glossary

Terms Meaning
DCE The abbreviation of the "Data Circuit terminating Equipment".
The device which is necessary to connect it to the network of the carrier.
(e.g., Modem)
DTE The abbreviation of the "Data Terminal Equipment".

The device which actually does communications. (e.g., PC)




Introduction

Introduction

Serial Port Monitor and Analyzer (Model: AKM-RSM-100) (From now on, it will be described as "AKM-RSM-100".) is the
application software of the simplified monitor, simplified analyzer, and simplified debugger for the Serial Port
(Asynchronous Serial Interface [ASYNC]) which is actuated on the PC.

AKM-RSM-100 has the following functions.

(1) Line Monitor
The Communications Data, the Signal Line Status changes, and so on of the Serial Port (Asynchronous
Serial Interface [ASYNC]) are monitored.

(2) Support of Debugging
This function helps the "increase of development efficiency" and the "solution of the trouble" about the
communications application which Serial Port (Asynchronous Serial Interface [ASYNC]) was used for.

*Note: This Application is not available in the Synchronous Serial Interface [SYNC].

The AKM-RSM-100 is inferior to the dedicated measurement device about the "Data transmission timing", the "Time
measurement”, and so on. because it is the application software actuated on the PC.
Therefore, the AKM-RSM-100 is placed to "Simplified Monitor, Simplified Analyzer, and Simplified Debugger".

AKM-RSM-100 may be certainly inferior to the dedicated measurement device in the point of the accuracy. But, the
AKM-RSM-100 will provide the following fully useful tools by the high cost-performance to the developer (such as the
software technician) of the communications application which Serial Port (Asynchronous Serial Interface [ASYNC]) was
used for.
(a) The Communications Monitor for the communications sequence verification
(b) The methods of the "Support of Development" and the "Support of Trouble Solution" for the communications
application

The AKM-RSM-100 can't be used when the measurement of the very severe timing and signal waveform are
necessary. In such a case, use the dedicated monitor and the dedicated analyzer.

Reselling the user ID of this product is prohibited.

[Topics]
The type of a part of data files was changed from Version 4.0.0.0 or more as follows.

File Former Ver. (1.0.0.0~3.1.0.0) Version 4.0.0.0 or more
Monitor Data Report (.mon) ASCII Text UTF-8 Text with BOM
Each Pattern Data ASCII Text UTF-8 Text with BOM
Fore Color and the Background Color ASCII Text UTF-8 Text with BOM

By this change, UNICODE is available as the comment character in Version 4.0.0.0 or more.

The files made by the former version can be used by the latest version. (Version 4.0.0.0 or more)




System Configuration

System Configuration

The devices using Serial Port are usually communicating by a connection like the following pictures.

~ <4—— Communications —
= %’

Serial Cable
DTE device (Connected by the straight cable) DCE device
(PC, etc.) (Modem, etc.)
y <4—— Communications —>» y
= %’ Serial Cable < %’
DTE device (Connected by the cross cable) DTE device
(PC, etc.) (PC, etc.)

The AKM-RSM-100 is the application which is actuated as the communications monitor and as the DTE (or as the DCE) by
being inserted between the DTE side device and the DCE side device. Then, it will support powerfully increase in efficiency
of the software development and the solution of the trouble about the DTE device side and also the DCE device side.

There are two kinds as the method that is inserted between the DTE side device and the DCE side device. One is the

"Direct Connection". And another one is the "Relay Connection". Then, connection cable for each case is necessary
about each connection.

B Cable for the "Direct Connection™: *Note: This cable is called "CABLE-A".

(a) This cable is used for the communications monitor only.

(b) This cable doesn't influence the communications of the monitor object. But this cable can't be
used for the purpose except for the communications monitor.

(c) When the monitor's purpose depends on the timing of the communications of the monitor object,
this cable is used. (For example, when the monitor of the trouble analysis which occurred by the
timing factor, and so on.)

*Caution: In the monitor by using the "Direct Connection", there is a possibility that confuse the order of
display by the timing of receiving of the high-speed communications data from the DTE side
device and from the DCE side device. (For example; Echo back of Modem, and so on.)

Use the "Relay Connection" if this actuation is the serious problem for the verification and for
the analysis of the Monitor Result.

M Cable for the "Relay Connection": *Note: This cable is called "CABLE-B".

(a) This cable is used for the Communications Monitor and the Support of Debugging.

(b) In the "Relay Connection", the communications timing and the control timing of signal line will be
delayed a little because AKM-RSM-100 relays communications data and control signal.

(c) This cable can't pass the CI (RI) signal from the DCE device to the DTE device.

-6 -



System Configuration

Therefore, prepare for the followings in advance according to the use purpose of AKM-RSM-100.

(1) AKM-RSM-100 (Software)

(2) PC which AKM-RSM-100 is installed in
*Note: Refer to the "Hardware Requirements" regarding the required ability of the PC.

(3) "CABLE-A" or "CABLE-B", or "CABLE-A" and "CABLE-B"
*Note: Prepare "CABLE-A" and "CABLE-B" in the customer side.
Make cable by referring to the "Chapter 2: Preparation of the cable" of this manual.

Purpose CABLE-A CABLE-B
Communications When the delay can not be accepted; Necessity
Monitor When the delay can be accepted; Either is necessary.
Use the Support of Debugging Necessity

*Note: The Serial Cable which was being used originally between the devices of the monitor object
is used continuously.
Refer to the following "Configuration of the AKM-RSM-100 which was set up".




System Configuration

"Configuration of the AKM-RSM-100 which was set up" is the following.

M Direct Connection (DTE-DCE connection) *Note: CABLE-A is used.

Communications

\

Serial Cable
(Connected by the straight cable)

-~

CABLE-A

DTE device
(PC, etc.)

DCE device

Monitor (Modem, etc.)

PC which AKM-RSM-100
was installed in

H Direct Connection (DTE-DCE connection) *Note: CABLE-A is used.

Communications

— T

CABLE-A —l=
Serial Cable
DTE side (Connected by the cross cable) DTE device

Monitor

(PC, etc.) (PC, etc.)

PC which AKM-RSM-100
was installed in




System Configuration

M Relay Connection (DTE-DCE connection)  *Note: CABLE-B is used.

y
UEEENy
Communications \.“ * /_\ Communications

\

PC which AKM-RSM-100  >cral Cable
DTE device was installed in (Connectfed by DCE device
(PC, etc.) the straight cable) (Modem, etc.)

M Relay Connection (DTE-DTE connection)  *Note: CABLE-B is used.

Yy
— sumEEEy, /\
Communications ~ «* ‘ Communications

= &1’
PC which AKM-RSM-100  ocrial Cable =

was installed in (Connected by DTE device

DTE device
(PC, etc.) the cross cable) (PC, etc.)

*Note: The "Relay Connection" is used for the Support of Debugging to do the increase in efficiency of software

development and to do the support of the trouble solution of the DTE device side and the DCE device
side, too.

Then, there is the difference in the concrete connection method by each function and by the option
setting of each function.

For the details, refer to the "Chapter 4: For the full use (Support of Debugging)" of the "User's Manual".




Hardware Requirements

Hardware Requirements

M Requirement of each 0S

(01 Requirement

Windows 2000 CPU 1. 2 GHz or more *Note 2, *Note 3

*Note 1, Note 4 | Memory 512 KB or more
Windows XP CPU 1. 6 GHz or more *Note 2, *Note 3
(x86, x64) *Note 4 | Memory 512 KB or more
Windows Vista CPU 1. 6 GHz or more *Note 2, *Note 3
(x86, x64) *Note 4 | Memory 2 GB or more
Windows 7 CPU 1. 6 GHz or more *Note 2, *Note 3
(x86, x64) *Note 4 | Memory 2 GB or more
Windows 8/8.1 CPU 1. 6 GHz or more *Note 2, *Note 3
(x86, x64) *Note 4 | Memory 2 GB or more
Windows 10 CPU 1. 6 GHz or more *Note 2, *Note 3
(x86, x64) *Note 4 | Memory 2 GB or more
Windows 11 CPU Follow Windows 11 system requirements
(x64) *Note 4 | Memory Follow Windows 11 system requirements

*Note 1: Only the single CPU system is supported with Windows 2000.

*Note 2: The value of the CPU clock is described based on the single CPU.
When Dual CPU system is used, convert by [Requirement value / 1.5].
Dual Core CPU is contained to the Dual CPU system, too.
However, Hyper-threading CPU system is based on the requirement of the single CPU system.

*Note 3: There is the case that the CPU of the higher throughput is necessary by the functional combination of
AKM-RSM-100.

When high-speed bidirectional communication (for example, 921600bps) is monitored, a part of the
communications data sometimes may lack even if the condition which the Overrun Error isn't detected
in. In this case, use high ability's PC, or use lower speed communications.

*Note 4: English AKM-RSM-100 is actuated with English Windows and Japanese Windows.
However, when English AKM-RSM-100 is actuated on the Japanese OS, the object that is controlled by
OS is displayed in Japanese. (e.g. [Yes], [No], [Cancel], Print Setting, Print Preview)
Applying the latest service pack and the security patches to the OS is strongly recommended.

In addition, when OS which official support in the Microsoft Corporation has already been finished
(Windows 2000, Windows XP, and so on) is used, you must be careful about the security and about
the anti-virus.

-10 -



Hardware Requirements

B Oother Common Requirement

Item Requirement

Hard Disk *Note 5, Note 7 System Drive : Free space of 50 MB or more
Install Drive : Free space of 50 MB or more

Display 1,024 x 600 dot or more, 16bit color or more  *Note 9

Serial Port *Note 6 2 ports

Mouse Ordinary mouse, or the pointing device

Software *Note 8 (1) NETFramework?2.0 or upper version must be installed
(2) Adobe Reader must be installed

*Note 5: System Drive means the drive which OS is being installed in (usually, Drive C:).
Install Drive means the drive which AKM-RSM-100 is installed in.

*Note 6: Prepare the Serial Ports by using "USB-Serial port conversion cable" and so on when there are no
Serial Ports in PC (such as laptop computer).
The actuation of AKM-RSM-100 by using the following cables is being confirmed.

= Buffalo BSUSRC0605BS BSUSRC0610BS BSUSRC06SV
= Arvel (Buffalo-Kokuyo) SRC06-USB

= RATOC Systems, Inc. REX-USB60F

= ELECOM UC-SGT1

= ELECOM UC-SGT (The end of S/N is "D" or after)

= Akizuki Denshi Tsusho Co., Ltd. M-02746 (Prolific)  M-08343 (FTDI)

= COMON USB9-Y

*Note: Use it according to the specification of each cable about the support language, the support
0S, and the support Communications Speed, etc.

*Note: Refer to the homepage of Akiyama Manufacturing (the following URL) for the latest
information about the "USB-Serial conversion cable" which is suitable for the use with
AKM-RSM-100. (URL http://www?7b.biglobe.ne.jp/~akiyama_manufacturing/)

*Note 7: When the Long-run recording is used, much more hard disk free space will be necessary.
The drive name (and path) for output of the data can be specified at the Long-run recording.

-11 -
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Hardware Requirements

*Note 8: Install this software in advance before installing AKM-RSM-100.
Use Adobe Reader of the version which was suitable for your OS. Refer to the bottom table.

Reader Adobe Adobe Adobe Adobe Acrobat
0S Reader 9.5 Reader X Reader XI Reader DC
Windows 2000 X -- = -
Windows XP X X XX -
Windows Vista X X = -
Windows 7 X X X XX
Windows 8 - X X XX
Windows 8.1 = X X XX
Windows 10 = X X XX
Windows 11 - — — XX

XX: Available (Recommended) X: Available --: Not available

*Note: Official support in Adobe Systems Incorporated already finished about Adobe Reader 9.5 and
about Adobe Reader X.

*Note 9: This requirement value is the value based on the resolution of 96 dpi (Normal).
Refer to the following value when other resolution is used.
120dpi (125%) 1 1,366 x 768 dot or more, 16bit color or more
144dpi (150%) ;1,600 x 1,200 dot or more, 16bit color or more

-12 -



Precaution about Operation

Precautions about Operation

(1) Shut other applications when AKM-RSM-100 is actuated and when AKM-RSM-100 is operated.
(2) Don't use the power management function of PC.

(3) Don't use Screen Saver.

(4) In the normal setting, multiple AKM-RSM-100 can't be started in one PC to avoid the incorrect operation.
If you hope to start multiple AKM-RSM-100 in one PC, refer to the "Advanced Settings Manual".
From the [Start] of Windows, under the [All Programs] - [Serial Port Monitor and Analyzer]

(5) Don't delete the files which relate to AKM-RSM-100 by the direct operation.
Don't change the files which relate to AKM-RSM-100 by the direct operation.
Uninstall of AKM-RSM-100 must be done by the "Uninstall Procedures" of the "Chapter 1: Setup of AKM-RSM-100" of
this manual.

-13 -



Chapter 1: Setup of AKM-RSM-100

This chapter is described about the Setup Procedure of AKM-RSM-100.

= The Install Procedures on Windows 2000

* The Install Procedures on Windows XP

= The Install Procedures on Windows Vista

= The Install Procedures on Windows 7

= The Install Procedures on Windows 8, Windows 8.1

= The Install Procedures on Windows 10

= The starting of AKM-RSM-100 (~ Registration of the User ID)
= Shutdown of AKM-RSM-100

= Uninstall Procedures

= Limitation of the Trial version

-14 -



The Install Procedures on Windows 2000

The Install Procedures on Windows 2000

[Preparations]

Confirm that the following software is being installed in advance in PC which AKM-RSM-100 is installed in.

.NET Framework 2.0 or more
Adobe Reader

Install these before proceeding to the Procedure 1 if the above software is not being installed yet.

*Note: You can get the .NET Framework from the homepage of Microsoft.
There are the several versions in .NET Framework. And, the version which can be used in

Windows 2000 is .NET Framework 2.0. (And also, 2.x, Service Pack for 2.x, and modification
patch for 2.x)

(The .NET Framework 3.0 or more is not being supported about the use on Windows 2000.)
*Note: You can get the Adobe Reader from the homepage of Adobe.

[Procedure 1]

Copy the following file to the appropriate folder of PC which AKM-RSM-100 is installed in.

Serial Port Monitor and Analyzer x.x.x.x.msi

*Note: x.x.x.X is the version number (for example, 4.13.0.0).

[Procedure 2]
Double-click on the file (Serial Port Monitor and Analyzer x.x.x.x.msi) copied in the Procedure 1. Then, the
following screen will be displayed.
Then, click on the [Next >].

i'é“ Serial Port Monitor and Analyzer i

Welcome to the Senal Port Monitor and Analyzer
Setup Wizard

The installer will guide you thraugh the steps required to install Serial Port Monitor and Analezer on
pour computer.

WARNIMNG: This computer pragram is protected by copyright law and international treaties.
Unauthorized duplication or distribution of this program, or any portion of it, may result in severe civil
of criminal penalties, and will be progecuted to the maximum extent possible under the law

Tl

*Note: When the following message was displayed, shut message by clicking on [No].

= This setup requires the .NET Framework version x.x. Please install the .NET Framework
and run this setup again...

And, install the .NET Framework 2.0 or more. Then, do Procedure 2 again.

- 15 -



The Install Procedures on Windows 2000

[Procedure 3]
The following screen will be displayed.
Change install destination folder if necessary. And, choose the install object user if necessary.
Then, click on the [Next >].

Select Installation Folder

The installer will install Senal Port Monitar and Analyzer to the follawing folder.

Tainstall in this folder. click "Mext”. Toinstall to a different folder, enter it below or click “Browss".

Falder:

C:Program Files\Serial Port Monitor and Analyzers Browse... |
Disk Cost.. |

Install Serial Part Moritor and Analyzer for yourself, or for anpone who uses this computer:

" Everyone

& Just me

[Procedure 4]
The following screen will be displayed. Then, click on the [Next >].

i'é“ Serial Port Monitor and Analyzer i

Confirm Installation

The installer is ready to install Serial Port Maonitor and Analyzer on your computer,

Click "Mext" to start the installation.

o Tl W

[Procedure 5]
Install begins, and then the following screen is displayed. Wait until install is completed.

Installing Serial Port Monitor and Analyzer

Serial Port Monitor and Analpzer iz being installed.

Please wat...

L I

Cancel < Back et >

- 16 -



The Install Procedures on Windows 2000

[Procedure 6]

When install is completed, the following screen is displayed. Then, click on the [Close].

i'\{"‘ Serial Port Monitor and Analyzer 5

Installation Complete

Serial Port Monitar and Analyzer has been successfully installed.

Click "Cloge" to exit.

Please uze ‘Windows Update ta check for ang critical updates to the \MET Framework.

Cance| < Back

The install was completed in the above.

-17 -
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The Install Procedures on Windows XP

[Preparations]
Confirm that the following software is being installed in advance in PC which AKM-RSM-100 is installed in.

.NET Framework 2.0 or more
Adobe Reader

Install these before proceeding to the Procedure 1 if the above software is not being installed yet.

*Note: You can get the .NET Framework from the homepage of Microsoft.
*Note: You can get the Adobe Reader from the homepage of Adobe.

[Procedure 1]
Copy the following file to the appropriate folder of PC which AKM-RSM-100 is installed in.

Serial Port Monitor and Analyzer x.x.x.X.msi
*Note: x.x.x.x is the version number (for example, 4.13.0.0).

[Procedure 2]
Double-click on the file (Serial Port Monitor and Analyzer x.x.x.x.msi) copied in the Procedure 1. Then, the
following screen will be displayed.
Then, click on the [Next >].

i Serial Port Monitor and Analyzer

Welcome to the Serial Port Monitor and Analyzer
Setup Wizard

The installer will guide you through the steps required to install Seral Port Monitor and Analyzer on
your computer

“WARMING: This computer program is protected by copyright law and international treaties,
Unauthorized duplication or distibution of this program, or any portion of it. may result in severe civil
ar ciminal penalties, and will be prosecuted ta the maximum extent possible under the law.

Cancel

*Note: When the following message was displayed, shut message by clicking on [No].
= This setup requires the .NET Framework version x.x. Please install the .NET Framework
and run this setup again...
And, install the .NET Framework 2.0 or more. Then, do Procedure 2 again.

-18 -



The Install Procedures on Windows XP

[Procedure 3]
The following screen will be displayed.
Change install destination folder if necessary. And, choose the install object user if necessary.
Then, click on the [Next >].

i Serial Port Monitor and Analyzer

Select Installation Folder

The installer will install Serial Port Monitor and Analpzer ta the following falder.

Tainstallin this folder, click "Next”. To install to a different folder, enter it below or click “Browse".

Folder:

C:AProgram Files\Serial Port Monitor and Analyzery Browse...
Digk Cost..

Install Serial Port Monitor and Analyzer for yourself, of for anyone wha uzes this computer;

() Everyone
(&) Just me

Cancel ] [ < Back ] \_ Next »

[Procedure 4]
The following screen will be displayed. Then, click on the [Next >].

it SerialPort Monitor and Analyzer

Confirm Installation

The installer i ready to install Serial Port Manitar and Analyzer on pour computer,

Click "MNext" to start the installation.

Cancel ] [ < Back ] \_ Next »

[Procedure 5]
Install begins, and then the following screen is displayed. Wait until install is completed.

i Serial Port Monitor and Analyzer

Installing Serial Port Monitor and Analyzer

Serial Port Monitar and Analyzer is being installed.

Please wal...

-19 -



The Install Procedures on Windows XP

[Procedure 6]
When install is completed, the following screen is displayed. Then, click on the [Close].

& Serial Part Monitor and Analyzer

Installation Complete

Serial Port Monitor and Analyzer has been successfully installed.

Click "Close" to exit.

Pleaze uge Windows Update to check for anp critical updates ta the \MET Framework.

The install was completed in the above.

-20-



The Install Procedures on Windows Vista

The Install Procedures on Windows Vista

[Preparations]

Confirm that the following software is being installed in advance in PC which AKM-RSM-100 is installed in.

.NET Framework 3.0 or more
Adobe Reader

*Note: Usually, the .NETFramework3.0 is being included in Windows Vista in the standard.
Install the .NET Framework before proceeding to the Procedure 1 if .NET Framework is not being installed yet.

*Note: You can get the .NET Framework from the homepage of Microsoft.

There are the several versions in .NET Framework. And, the version which can be used in
Windows Vista is .NET Framework 3.0 or more.

(The .NET Framework 2.x is not being supported about the use on Windows Vista.)
*Note: You can get the Adobe Reader from the homepage of Adobe.

[Procedure 1]

Copy the following file to the appropriate folder of PC which AKM-RSM-100 is installed in.

Serial Port Monitor and Analyzer x.x.X.X.msi

*Note: x.x.x.x is the version number (for example, 4.13.0.0).

[Procedure 2]

Double-click on the file (Serial Port Monitor and Analyzer x.x.x.x.msi) copied in the Procedure 1. Then, the
following screen will be displayed.

Then, click on the [Next >].

Welcome to the Serial Port Monitor and Analyzer
Setup Wizard

The installer will guide pou thraugh the steps required to install Serial Port Monitor and Analyzer an
your computer.

SWARMIMG: Thiz computer program i protected by copyright law and international treaties.
Unauthorized duplication or distribution of this program. or any portion of it, may result in severe civil
or criminal penalties, and will be prosecuted to the masimum extent possible under the law.
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The Install Procedures on Windows Vista

[Procedure 3]
The following screen will be displayed.
Change install destination folder if necessary. And, choose the install object user if necessary.
Then, click on the [Next >].

Serial Port Menitor and Analyzer

Select Installation Folder

The installer will install Serial Part Monitor and Analezer ta the fallowing folder.

Toinstall in this folder, click "Next". To install to a different folder, enter it below or click "Browse".

Eolder:

iC. “Program Files\S erial Port Monitor and Analyzer's Browse...

Install Serial Port Monitor and Analyzer for yourself, or for anyone who uses this computer:

) Everyone

@ Just me

l Cancel I I < Back I E Mexst » i

[Procedure 4]
The following screen will be displayed. Then, click on the [Next >].

Confirm Installation

The installer iz ready to install Serial Port Monitor and Analyzer on your computer,

Click "Mext"' to start the installation,

I Cancel ] l < Back ] [ MNext > ]

[Procedure 5]
Install begins, and then the following screen is displayed.

rial Port Monitor and Analyzer EE—

Installing Serial Port Monitor and Analyzer

Senal Port Monitor and Analyzer is being installed

Please walt...

4 Eack. -ﬂ-ext b
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The Install Procedures on Windows Vista

[Procedure 6]
When the "User Account Control" screen was displayed at the halfway, continue install by clicking on the

[Arrow].

@ n unidentified program wants access to your computer I

Don't fun the program unless you know where it's from or you've used it
befor

Unidentified Publisher

< Chncel

1 el btk ik habit' ek

4 . *
' Allow

Itrust this program. I know where it's from or 've used it before,

\
¥/ Details

User Account Control helps stop unauthorized changes to your computer.

*Note: Verification can't do by using the contents of the "Code Signing Certificate" to proving that this
installation program is proper during the install in the Windows Vista.

<Reference description>
The Digest Algorithm SHA1 which was used for the "Code Signing Certificate" was changed from

January, 2016 to stronger algorithm SHA2 (SHA256) by the policy change of the Microsoft.
AKM-RSM-100 followed this policy change, too.

However, Windows Vista is outside the object of the SHA2 (SHA256) support.

Therefore, the "Unidentified Publisher" is displayed as publisher of this installing program. And, the
warning screen of the UAC (User Account Control) is displayed.
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[Procedure 7]

By clicking on [Continue] in the Procedure 6, the following screen is displayed. Wait until install is completed.

,’\_\a Serial Port Menitor Analyzer

Installing Serial Port Monitor and Analyzer

Serial Port Monitor and Analyzer iz being installed.

Flease wait

fr <Bock o

[Procedure 8]

' 1] Serial Port Monitor and Analyzer

When install is completed, the following screen is displayed. Then, click on the [Close]

[
= X

Installation Complete

Serial Port Monitor and Analyzer has been successfully installed.

Click. "Close"" to exit.

Please uze Windows Update to check for any critical updates to the MET Framework.

Cancel < Back

The install was completed in the above.
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The Install Procedures on Windows 7

[Preparations]
Confirm that the following software is being installed in advance in PC which AKM-RSM-100 is installed in.

.NET Framework 3.5.1 or more
Adobe Reader

*Note: Usually, the .NETFramework3.5.1 is being included in Windows 7 in the standard.
Install the .NET Framework before proceeding to the Procedure 1 if .NET Framework is not being installed yet.

*Note: There are the several versions in .NET Framework. And, the version which can be used in
Windows 7 is .NET Framework 3.5.1 or more.
*Note: You can get the Adobe Reader from the homepage of Adobe.

[Procedure 1]
Copy the following file to the appropriate folder of PC which AKM-RSM-100 is installed in.

Serial Port Monitor and Analyzer x.x.x.X.msi
*Note: x.x.x.x is the version number (for example, 4.13.0.0).

[Procedure 2]
Double-click on the file (Serial Port Monitor and Analyzer x.x.x.x.msi) copied in the Procedure 1. Then, the
following screen will be displayed.

Then, click on the [Next >].

Welcome to the Senal Port Monitor and Analyzer
Setup Wizard

The installer will guide you through the steps required to install Serial Port Monitor and Analyzer on
your computer,

WARMIMG: This computer program is protected by copyright law and international treaties.
Unauthorized duplication or digtibution of this program, or any portion of it, may result in severe civil
of criminal penalties, and will be prosecuted to the masimum extent possible under the law
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[Procedure 3]
The following screen will be displayed.
Change install destination folder if necessary. And, choose the install object user if necessary.
Then, click on the [Next >].

Select Installation Folder

The installer will install Serial Part Monitar and Analpzer to the following folder.

Toinstall in this folder, click "Nexst”. Toinstall to a different folder, enter it below ar click "Browse".

Ealder.

C:\Pragram Files\Serial Port Monitor and Analyzer Browse

Install Serial Port Monitor and Analyzer for yourself, or for anyone who uses this computer:

() Everyone

@ Just me

Cancel ] [ < Back ] [5 Mext » J

[Procedure 4]
The following screen will be displayed. Then, click on the [Next >].

Confirm Installation

The installer is ready to install Serial Port Monitor and Analyzer on your computer.

Click "Mest" to start the installatiorn.

Cancel ] [ < Back ] [ Mest »

[Procedure 5]
Install begins, and then the following screen is displayed.

1] serial Port Mani E=mEn—)

Installing Serial Port Monitor and Analyzer

Serial Port Monitor and Analyzer iz being installed

Please wait

Cancel ¢ Back Mest »
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[Procedure 6]

When the "User Account Control" screen was displayed at the halfway, continue install by clicking on the
[Yes].

(- H 1
) User Account Contral ]

(9] Do you want to allow the following program to install
</ software on this computer?

@ Program name:  Serial Port Monitor and Analyzer (Model:
AKM-R5M-100) Version
Verified publisher: Akiyama Manufacturing
File arigin: Hard drive on this computer

() Show details

Change when these notifications appear

[Procedure 7]

By clicking on [Yes] in the Procedure 6, the following screen is displayed. Wait until install is completed.

serial Port Monitor an

Installing Serial Port Monitor and Analyzer i

Serial Port Monitor and Analyzer iz being installed

Please wait...

[Procedure 8]
When install is completed, the following screen is displayed. Then, click on the [Close].

Installation Complete {
)

Serial Port Monitor and Analyzer has been successfully installed.

Click "Cloge"" to exit.

Please uze windows Update to check for any critical updates to the MET Framework.

Cancel < Back

The install was completed in the above.
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The Install Procedures on Windows 8, Windows 8.1

[Preparations]
Confirm that the following software is being installed in advance in PC which AKM-RSM-100 is installed in.

.NET Framework 3.5 (includes .NET 2.0 and 3.0)
Adobe Reader

Install the .NET Framework before proceeding to the Procedure 1 if .NET Framework is not being installed yet.

*Note: There are the several versions in .NET Framework. And, the version which can be used in
Windows 8 or Windows 8.1 is ".NET Framework 3.5 (includes .NET 2.0 and 3.0)".
Refer to "Appendix A: Installation of the .NET Framework 3.5" for the install procedure.
*Note: You can get the Adobe Reader from the homepage of Adobe.

[Procedure 1]
Copy the following file to the appropriate folder of PC which AKM-RSM-100 is installed in.

Serial Port Monitor and Analyzer x.x.x.X.msi
*Note: x.x.x.x is the version number (for example, 4.13.0.0).

[Procedure 2]
Double-click on the file (Serial Port Monitor and Analyzer x.x.x.x.msi) copied in the Procedure 1. Then, the
following screen will be displayed.
Then, click on the [Next >].

i Serial Port Monitor and Analyzer = =

Welcome to the Serial Port Monitor and Analyzer
Setup Wizard

The installer will guide you through the steps required to ingtall Serial Port Monitor and Analyzer on
your computer.

SWARMIMG: This computer program i protected by copyright law and international treaties.
Unautharized duplication or distribution of this program, or any portion of it, may result in severs civil
or criminal penalties, and will be prosecuted to the maximum extent possible under the law.

Cancel < Back
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*Note: When the following screen was displayed in this procedure, the ".NET Framework 3.5 (includes .NET 2.0
and 3.0)" which is necessary for AKM-RSM-100 isn't being installed.
In this case, cancel installation by click on [No].
Then, install the ".NET Framework 3.5 (includes .NET 2.0 and 3.0)" in advance by referring to
"Appendix A: Installation of the .NET Framework 3.5".

Thig zetup requires the MET Framework version 2.0, Pleaze inztall the MET Framework
and run this setup again. The .NET Framework can be obtained from the web. ‘would
you like to do this now?

[Procedure 3]
The following screen will be displayed.

Change install destination folder if necessary. And, choose the install object user if necessary.
Then, click on the [Next >].

=
Iy =

Select Installation Folder

The installer will install Serial Part Monitor and Analezer ta the fallowing folder.

Toinstall in this folder, click "Mext". To install to a different folder, enter it below ar click "Browse".

Folder.
C:%Program Files\Serial Port Monitor and Analyzers Browse...
Install Serial Port Menitor and Analyzer for yoursel, or for anyone who uses this computer:
() Everyone
(@) Just me

Cancel | | < Back | | Newt >

[Procedure 4]
The following screen will be displayed. Then, click on the [Next >].

=
Ler =

Confirm Installation

The installer is ready to install Serial Port Monitor and Analyzer on your computer,

Click "Mext"" to start the installation,

Cancel | | < Back | | Mext >

-29-



The Install Procedures on Windows 8, Windows 8.1

[Procedure 5]
Install begins, and then the following screen is displayed.

Installing Serial Port Monitor and Analyzer

Serial Port Monitor and Analyzer is being installed

Flease wait...

< Back Mest >

[Procedure 6]
When the "User Account Control" screen was displayed at the halfway, continue install by clicking on the
[Yes].

/ou want to allow the following program to install
software on this computer?

@ Program name:  Serial Port Monitor and Analyzer (Model:
AKM-RSM-100) Versions
Verified publisher: Akiyama Manufacturing
File origin: Hard drive on this computer

(%) Show details

Change when these notifications appear

[Procedure 7]
By clicking on [Yes] in the Procedure 6, the following screen is displayed. Wait until install is completed.

o
Ler

Installing Serial Port Monitor and Analyzer

Senal Port Monitor and Analyzer is being installed

Please walt..

Cancel . ¢ Back Mest >
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[Procedure 8]
When install is completed, the following screen is displayed. Then, click on the [Close].

L
L

Installation Complete

Serial Port Monitor and &nalyzer has been successfully installed.

Click "Cloge" to exit

Please use Windows Update to check for any critical updates to the MET Framework.

Cancel ¢ Back

The install was completed in the above.

*Note: When each manual of AKM-RSM-100 and help aren't displayed by Adobe Reader though Adobe Reader
has already been installed, set up the Default Programs by referring to the following.
= Appendix B: Setting of the Default Programs
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The Install Procedures on Windows 10

[Preparations]
Confirm that the following software is being installed in advance in PC which AKM-RSM-100 is installed in.

.NET Framework 3.5 (includes .NET 2.0 and 3.0)
Adobe Reader

Install the .NET Framework before proceeding to the Procedure 1 if .NET Framework is not being installed yet.

*Note: There are the several versions in .NET Framework. And, the version which can be used in
Windows 10 is ".NET Framework 3.5 (includes .NET 2.0 and 3.0)".
Refer to "Appendix A: Installation of the .NET Framework 3.5" for the install procedure.
*Note: You can get the Adobe Reader from the homepage of Adobe.

[Procedure 1]
Copy the following file to the appropriate folder of PC which AKM-RSM-100 is installed in.

Serial Port Monitor and Analyzer x.x.x.X.msi
*Note: x.x.x.x is the version number (for example, 4.13.0.0).

[Procedure 2]
Double-click on the file (Serial Port Monitor and Analyzer x.x.x.x.msi) copied in the Procedure 1. Then, the
following screen will be displayed.
Then, click on the [Next >].

i'é‘l Serial Port Monitor and Analyzer —

Welcome to the Senal Port Monitor and Analyzer
Setup Wizard

The installer will guide vou through the steps required to install Serial Port Monitor and Analyzer on
pour computer.

‘WARMING: This computer program iz protected by copyright law and intemnational treaties,
Unautharized duplication or distribution of this program, or any portion of it may result in severe civil
or criminal penalties, and will be prozecuted to the maximum extent possible under the: law.
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*Note: When the following screen was displayed in this procedure, the ".NET Framework 3.5 (includes .NET 2.0
and 3.0)" which is necessary for AKM-RSM-100 isn't being installed.
In this case, cancel installation by click on [No].

Then, install the ".NET Framework 3.5 (includes .NET 2.0 and 3.0)" in advance by referring to
"Appendix A: Installation of the .NET Framework 3.5".

i’-‘% Serial Port Monitor and Analyzer

Thiz getup requires the .MET Framework vergion 2.0, Pleaze install the MET Framework,
and run this setup again. The .MET Framewoark can be obtained from the web. ‘would
you like to do this now?

[Procedure 3]
The following screen will be displayed.

Change install destination folder if necessary. And, choose the install object user if necessary.
Then, click on the [Next >].

i'-:!«“ Serial Port Menitor and Analyzer

Select Installation Folder %
=5

The inztaller will install Serial Port Monitar and Analpzer ta the following Folder.

Tainstall in this folder. click "Mest". To instal to a different folder, enter it below or click "Browss".

FEolder:
C:\Program Files\Senal Port Monitor and Analyzer

Browse...

Disk Cost

Install Serial Port Monitor and Analyzer for yourself, or for anyone who uses this computer:

() Everyane
®) Just me

[Procedure 4]

The following screen will be displayed. Then, click on the [Next >].

& Serial Port Monitor and Analyzer

Confirm Installation %
5

The installer is ready to install S erial Port bMonitor and Analyzer on your computer

Click "Nest" to start the installation.

Cancel < Back
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[Procedure 5]
Install begins, and then the following screen is displayed.

i'-.;“ Senal Port Menitor and Analyzer

Installing Serial Port Monitor and Analyzer %

Serial Part Maonitor and Analyzer is being installed.

Please wait

[Procedure 6]
When the "User Account Control" screen was displayed at the halfway, continue install by clicking on the

[Yes].

<" User Account Control

Do you want to allow this app to install software on

your PC?

Program name:  Serial Port Menitor and Analyzer (Model:
AKM-RSM-100) Version

Verified publisher: Akiyama Manufacturing
File arigin: Hard drive on this computer

(/) Show details Yes

Change when these notifications appear

[Procedure 7]
By clicking on [Yes] in the Procedure 6, the following screen is displayed. Wait until install is completed.

i'-.% Serial Port Menitor and Analyzer

Installing Serial Port Monitor and Analyzer

Serial Part Monitor and Analyzer is being installed.

Please wai...
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[Procedure 8]
When install is completed, the following screen is displayed. Then, click on the [Close].

i'-.%‘ Serial Port Menitor and Analyzer

Installation Complete

Serial Part Monitor and Analyzer has been successfully installed.

Click "Cloze" to exit.

Please use Windows Update to check far any critical updates to the MET Framewrk.

The install was completed in the above.

*Note: When each manual of AKM-RSM-100 and help aren't displayed by Adobe Reader though Adobe Reader
has already been installed, set up the Default Programs by referring to the following.
= Appendix B: Setting of the Default Programs
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The Install Procedures on Windows 11

[Preparations]
Confirm that the following software is being installed in advance in PC which AKM-RSM-100 is installed in.

.NET Framework 3.5 (includes .NET 2.0 and 3.0)
Adobe Reader

Install the .NET Framework before proceeding to the Procedure 1 if .NET Framework is not being installed yet.

*Note: There are the several versions in .NET Framework. And, the version which can be used in
Windows 11 is ".NET Framework 3.5 (includes .NET 2.0 and 3.0)".
Refer to "Appendix A: Installation of the .NET Framework 3.5" for the install procedure.
*Note: You can get the Adobe Reader from the homepage of Adobe.

[Procedure 1]
Copy the following file to the appropriate folder of PC which AKM-RSM-100 is installed in.

Serial Port Monitor and Analyzer x.x.x.X.msi
*Note: x.x.x.x is the version number (for example, 4.13.0.0).

[Procedure 2]
Double-click on the file (Serial Port Monitor and Analyzer x.x.x.x.msi) copied in the Procedure 1. Then, the
following screen will be displayed.
Then, click on the [Next >].

& Serial Port Moniter and Analyzer

Welcome to the Senal Port Monitor and Analyzer
Setup Wizard

The installer will guide vou through the steps required ta install Serial Port Manitor and Analyzer on
bour computer.

“WARMING: This computer program it protected by coppright law and intermational treaties.
Unauthorized duplication or distibution of this program, or any portion of it, may result in severe civi
or criminal penalties, and will be prosecuted ta the maximum extent possible under the law,

Cancel < Back
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*Note: When the following screen was displayed in this procedure, the ".NET Framework 3.5 (includes .NET 2.0
and 3.0)" which is necessary for AKM-RSM-100 isn't being installed.
In this case, cancel installation by click on [No].
Then, install the ".NET Framework 3.5 (includes .NET 2.0 and 3.0)" in advance by referring to
"Appendix A: Installation of the .NET Framework 3.5".

& Serial Port Monitor and Analyzer

This setup requires the .NET Framework version 2.0, Please install the MET Framework.

and run thiz setup again. The MET Framework can be obtained from the web. ‘would
you like to do this now?

[Procedure 3]
The following screen will be displayed.

Change install destination folder if necessary. And, choose the install object user if necessary.
Then, click on the [Next >].

@ Serial Port Moniter and Analyzer

Select Installation Folder %
=5

The installer will install Serial Port Manitor and Analyzer ta the following folder.

Tovirstall in this folder, click "Nest”. To install to a differsnt folder, enter it below or click "Browse"

Falder:
C:\Program Files (xB6]\Serial Part Monitar and Analyzert,

Browse...

Disk Cost...

Install Serial Port Manitor and Analyzer for yourself, or for anyone who uses this computer:

() Everpone
© Just me

Cancel < Back

[Procedure 4]

The following screen will be displayed. Then, click on the [Next >].

& Senal Port Moniter and Analyzer

Confirm Installation {
.

The installer is ready to inztall Senal Port Monitor and Analyzer on your computer.

Click "Mext" to start the installation

Cancel < Back
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[Procedure 5]
Install begins, and then the following screen is displayed.

& Serial Port Monitor and Analyzer

Installing Sernal Port Monitor and Analyzer %
A

Senal Port Monitor and Analyzer is being installed.

Please wai..

< Back Mext »

[Procedure 6]
When the "User Account Control" screen was displayed at the halfway, continue install by clicking on the
[Yes].

User Account Control

Do you want to allow this app to make

changes to your device?

Serial Port Monitor and Analyzer (Model:
AKM-RSM-100) Version 4.8.5.0

Verified publisher: Akiyama Manufacturing
File origin: Hard drive on this computer

Show more details

[Procedure 7]
By clicking on [Yes] in the Procedure 6, the following screen is displayed. Wait until install is completed.

& Serial Port Monitor and Analyzer

Installing Senal Port Monitor and Analyzer

Serial Port Monitor and Analyzer is being installed.

Please wai..

< Back Mext >
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[Procedure 8]

When install is completed, the following screen is displayed. Then, click on the [Close].
& Serial Port Monitor and Analyzer

Ty

Installation Complete

Serial Part Monitor and Analyzer has been successfully installed.
Click "Close" to exit

Please use Windows Update ta check for any critical updates to the MET Framework,

Cancel < Back

The install was completed in the above.

*Note: When each manual of AKM-RSM-100 and help aren't displayed by Adobe Reader though Adobe Reader
has already been installed, set up the Default Programs by referring to the following.
= Appendix B: Setting of the Default Programs
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The Starting of AKM-RSM-100 (~ Registration of the User ID)

The Sta I'til‘lg of AKM-RSM-100 (~ Registration of the User ID)

How to start AKM-RSM-100 is described here.
[How to Start (from Desktop)] Windows 2000 ~ Windows 11

The bottom figure is the screen image of Windows 10. In the other OS, the operation is almost same as Windows 10.
Double-click on [Serial Port Monitor and Analyzer] icon on the Desktop.

Double-click on this icon

[How to Start (from Start menu)] Windows 2000 ~ Windows 7
The bottom figure is the screen image of Windows 7. In the Windows 2000, the Windows XP and the Windows Vista, the
operation is almost same as Windows 7.
Click on [All Programs]-[Serial Port Monitor and Analyzer]-[Serial Port Monitor and Analyzer] from [Start] menu
of Windows.

Click on this menu

. Serial Port Monitor and Analyzer
|| Advanced Settings Manual
I Serial Port Monitor and Analyzer
| Setup Manual

|| User's Manual
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The Starting of AKM-RSM-100 (~ Registration of the User ID)

[How to Start (from Start menu)] Windows 8

(1) Click on [Serial Port Monitor and Analyzer] icon on the [Start] menu of Windows.

Click on this icon

(2) Or, click on [All apps] which is displayed by right clicking on the margin of [Start] menu of
Windows.

Then, click on [Serial Port Monitor and Analyzer] icon in the [Apps] menu which is displayed.

>
e
O

w

Click on this icon

[ 2o senas
M;

‘B2 R R E R ERE R

B Setup Manual

. User's Manual
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The Starting of AKM-RSM-100 (~ Registration of the User ID)

[How to Start (from Start Menu)] Windows 8.1

First, display "Apps" menu by clicking on in the [Start] menu of Windows.

First, click on this button

Next, click on [Serial Port Monitor and Analyzer] icon in the [Apps] menu which is displayed.

Next, click on this icon

. Setup Manual

. User's Manual
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The Starting of AKM-RSM-100 (~ Registration of the User ID)

[How to Start (from Start Menu)] Windows 10
Click on [All apps]-[Serial Port Monitor and Analyzer]-[Serial Port Monitor and Analyzer] from [Start] menu
of Windows.

Click on this icon

[How to Start (from Start Menu)] Windows 11
Click on [All apps] - [Serial Port Monitor and Analyzer] - [Serial Port Monitor and Analyzer] from [Start] menu

-

£ Type here to search

All apps
B rhoos

s

Click here

= Serial Port Monitor and Analyzer ~
New

[ Advanced Settings Manual

Serial Port Monitar and Analyzer
iew

o
T setupmanua
] users Manua
&) settings

Lo snipping Tool

B stcoynotes

2P EOoO-CH
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The Starting of AKM-RSM-100 (~ Registration of the User ID)

[Registration of the User ID]

When AKM-RSM-100 is started for the first time, notice which suggests the registration of the User ID is
displayed.

Serial Port Monitor and Analyzer - Information

First, register User ID.
You must register User ID of the trial version even when you use it with

the trial purpose,
User ID of the trial version is described to Readme.bx file,

*Note: The above screen may hide behind the Splash screen.
After AKM-RSM-100 was started, when the above screen is not displayed, click on [Serial
Port Monitor and Analyzer - Information] of the Windows Task bar.

Click on the [OK]. Then, [Registration of the User ID] dialog box opens.
Next, input a user ID to the text box. Then, click on the [OK].

11| Registration of the User ID

Input a user ID to the following text box,
(Input recommends to be done by Copy and Paste.) Input User ID here

Then, dick on [OK].

Cancel

*Note: Input the User ID which was notified at the time of the license purchase.
When uses as trial, input the Trial version's ID that is described to the ReadMe.txt file.

When the registration of the User ID succeeded, the following information is displayed.

In case of Product version: In case of Trial version:

Registration of the User ID - Thanks % Registration of the User ID - Information

o Registered as Trial version.
o Thank you for registering.

Functions are the same as the product version. But, there is the
actuation conditien which the Line Monitor and the Support of
We hope that this product is patronized by you. Debugging function are stopped after one minute by.

And, the trial time limit is until the end of the next month.
OK E
oK ]

Click on the [OK].

*Note: When the registration of the User ID failed, start AKM-RSM-100 again.
Then, register the User ID again.
*Note: The User ID can register again later. When you hope for the re-registration of the User ID by
the following case, refer to the "User's Manual", and register again.
= In the case that the User ID of the Product version is registered to AKM-RSM-100 of the
Trial version.
= In the case that the Basic edition of AKM-RSM-100 is upgraded to the Professional
edition.
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The Starting of AKM-RSM-100 (~ Registration of the User ID)

[Opening Screen]

When AKM-RSM-100 was started, the following Main Form is displayed.

1= Serial Port Monitor and Analyzer

Flle  Search  Options Edit Tools Help
Il 5 51 o %% R0 Rd AHAEER AREE b $6
Events 00 01 02 0% 04 06 08 07 08 09 04 0B OC 0D OE OF 10 11 12 1% 14 16 16 17 18 19 14 1B 1C 1D 1E 1F Connect (@) pirect(_) Relay
BETTE  tmonpe., ooEl)
Speed Signal Lines
Status
() &00bps .
() 1200bps "D &
() 2400bps 50
(O 4800bps 5 O
@® 9600bps e
() 19200bps oo
() 33400bps
ch &
() s7600bps O
() 115200bps
(O 230400bps [y ———
Display Sw.
() 460800bps ==
() 221600bps O cHR.
00 01 02 0% 04 06 08 07 08 09 04 0B OC 0D OE OF 10 11 12 13 14 16 16 17 18 19 14 1B 1C 1D 1E 1F () Manual ©® Hex.
Trigger Ersl::r M;mrv Data bits Parity fd¢ | Stop bits Port Setup Detection | Rec. Mode |Mem. Long-run
op
) space Port1 (DTE) lm
O on O on O Fix ) 7hits ) Mark O it —— I OFF on
@ OFF |@® OFF |@® RING || ® 8bits | ® None | @ 2bits or2@cE) [ | [se00boss, . 2
| Start
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Shutdown of AKM-RSM-100

[Shutdown Method]

File | Search Options Edit Tools Help
|5 o DY RHORGEE ANEER S 8
#l  Save As.. OE OF 10 11 12 13 14 15 16 17 18 19 14 1B 10 1D 1E 1F Connect (@) Direct () Relay
1 Export v BETTE | btorpe, , DoED
=) Setting of the output folder for the Long-run monitor. .. Speed Signal Lines
Status
D Page Setup... () &00bps sne
@, Print Preview O 1200bps f—
(O 2400bps -
4 Print... () 4s00bps o
® 9600bps
Ef'  EileProperty ER @
O 19200bps O
T Eat () 33400bps =
(O 57500bps o
/ O 115200bps
(O 230400bps |
Display Sw.
/ O 460800bps eeay
- ) 521600bps O cHR,
Cllck 00 01 02 03 04 05 06 07 0% 03 04 0B OC 0D OE OF 10 11 12 13 14 16 16 17 13 13 14 1B 1C 1D 1E 1F O Manual @® nex.
Trigger Ersr:r M;mrv Data bits Parity fd¢ | Stop bits Port Setup Detection | Rec. Mode |Mem. Long-run
op
O space Port1 (DTE) S600bps B, N, 2
O on ) on O Fix () hits () Mark O 1bit T AT I i OFF oN
@OFF |@ OFF |@ RING || @ 8Bbits | @® None | @ 2bits ort2 (DCE) | [e600bps 8, N, 2
I Start

Click on the [File]-[Exit] of Menu bar.

rial Port Monitor and Analyzer

Or, click on the [x].

't Serial Port Monitor and Analyzer

File — Search  Options Edit Tools Help
| o Data and piscomnecied [ SUE RS RIS NI NN ICHE-RURIE IR TR - IR EPNE = = BRI Click
Events 00 01 02 02 04 05 06 07 08 09 04 0B OC 0D OE OF 10 11 12 13 14 15 16 17 18 19 14 18 1C 10 1E F Connect (8 pirect () Relay
ETTE | beponpe,, DED
Speed Signal Lines
Status
(0 600bps e
() 1200bps I
() 2400bps o O
() 4300bps =
(® 9600bps I
() 19200bps e
() 33400bps
cD ¥
() 57500bps 0 O
() 115200bps
() 230400bps ey |
Display Sw.
() 460800bps pray
O 921600bps O cHR.
00 01 02 0% 04 05 08 07 08 03 04 OB OC 0D OE OF 10 11 12 13 14 15 16 17 18 19 {14 1B 1C 1D 1E 1F O Manual ® nex.
Trigger ErsTr “ﬁm"\f Databits | Parity (g | Stop bits | Port Setup Detection Rec. Mode |Mem. || Longrun
op
) Space Port1 (OTE) lm
Oon  [Oon | OFx O hits O Mark O 1hit m(ETD) | L OFF ON
@ OFF |@® oFf | @ RING || @® 8bits | @ None | (® 2bits or | ~|[oeo0boss,n.2
| Start

The following verification screen is displayed. Click on the [Yes] to do the shutdown.

?El Serial Port Monitor and Analyzer - Information

Do you want to shut Serial Port Monitor and Analyzer?

*Note: The shutdown is canceled by the clicking on the [No.].
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Uninstall Procedure

Uninstall Procedures

Use the following function of Windows when you hope for uninstall of AKM-RSM-100.

In case of Windows 2000 or Windows XP
[Control Panel] - [Add/Remove Programs]

In case of Windows Vista, Windows 7, Windows 8, or Windows 8.1
[Control Panel] - [Programs] - [Uninstall a program]

In case of Windows 10
[Settings] - [Apps] - [Programs and Features]
or
[Control Panel] - [Programs] - [Uninstall a program]

In case of Windows 11
[Settings] - [Apps] - [Apps & features]
or
[Control Panel] - [Programs] - [Uninstall a program]

Even if AKM-RSM-100 is uninstalled, the data files made by the user are left.

(Point) The data files are the User ID registration, the option setting, each pattern data, etc.
Data can be used when AKM-RSM-100 is installed again by leaving data files.

Remove the following folder by the manual operation after uninstall of AKM-RSM-100 if you hope for completely removing
of AKM-RSM-100.

In case of Windows 2000 or Windows XP
(The drive which OS is being installed in) \ Documents and Settings \ (User Name) n
L»\Application Data \ Akiyama Manufacturing \ AKM-RSM-100_E \

*Note: When "Application Data" folder is being hidden, display hidden folder by [View] tab of [Folder
Options] in [Control Panel].

*Note: (User Name) may be (User Name.Computer Name).
In case of Windows Vista, Windows 7, Windows 8/8.1, or Windows 10

(The drive which OS is being installed in) \ Users \ (User Name) \ AppData ]
I \Roaming \ Akiyama Manufacturing \ AKM-RSM-100_E \

*Note: When "AppData" folder is being hidden, display hidden folder by [View] tab of [Folder
Options] in [Control Panel].
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Limitation of the Trial version

Limitation of the Trial version

There are the following limitations in the Trial version.

Limitation 1: The actuation of AKM-RSM-100 is until the end of next month that the User ID of the Trial version

was registered.
(Register the User ID of the Trial version again if continuing the trial.)

Limitation 2: The Line Monitor and the Support of Debugging are stopped automatically about one minute from
the start.

There is no limitation except for the above 2 items.

Basically, it is very loose limitation.
Therefore, try it fully. Then, please examine the purchase of the product version by all means.
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Chapter 2: Preparation of the cable

This chapter is described about the preparation of the Serial Cable to use with
AKM-RSM-100.

= Preparation of CABLE-A
= Preparation of CABLE-B
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Preparation of CABLE-A

Preparation of CABLE-A

CABLE-A is the Serial Cable for the Direct Connection.
Make CABLE-A by in the following wiring diagram.

Write "DTE" to this connector. Write "DCE" to this connector.
DTE DCE
1 ® 1
2 4 2
oo s ; 5| o
Femal _4 ¢ _4 Male
5 @ ¢ 5
6 ® 6
7 ® 7
8 ® 8
9 @ 9
9 pins 9 pins
D-Sub D-Sub
Female Female
1 1
2 2
3 3
4 4
5 5
6 6
7 7
8 8
9 9
Portl Port2
Write "Port1" to this/Zonnector. \Write "Port2" to this connector.

*Note: Be careful because only the connector of DCE is "Male".
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Preparation of CABLE-B

Preparation of CABLE-B

CABLE-B is the Serial Cable for the Direct Connection.
Make CABLE-B by in the following wiring diagram.

Write "DTE" to this connector.

N\

T

Q
m

Write "Port1" to this connector.

N\

Portl

9 pins

D-Sub

Female

Lo [~ o fulo[n]w]w]s]
Lo o [v]o[wla]w]n[wn]

*Note: Be careful of the pin numbering on the DTE side.

9 pins
D-Sub
Female
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Appendix

= Appendix A: Installation of the .NET Framework 3.5
Windows 8/8.1
Windows 10
Windows 11

= Appendix B: Setting of the Default Programs (Windows 8)
Windows 8/8.1
Windows 10
Windows 11
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Appendix A: Installation of the .NET Framework 3.5 (Windows 8/8.1)

Appendix A: Installation of the .NET Framework 3.5
[Windows 8/8.1]

The procedure to install .NET Framework 3.5 (includes .NET 2.0 and 3.0) in Windows 8 or Windows 8.1 is the following.
(1) First, Connect PC to the internet.

(2) Open the [Control Panel], and then click on the [Programs].

1+ [EH » Control Panel v & Search Control Panel -]
Adjust your computer’'s settings View by: Category ¥
% System and Security . User Accounts and Family Safety
Review your computer's status & ) Change account type
Save backup copies of your files with File ) Set up Family Safety for any user
History
Find and fix problems . Appearance and Personalization
h Change the theme
_ Network and Internet Change desktop background
ﬁj View network status and tasks Adjust screen resolution
SS2.  Choose homegroup and sharing options
Clock, Language, and Region
J Hardware and Sound A Add a lanquage
% View devices and printers & Change input methods
Add a device Change date, time, or number formats
Adjust commonly used mobility settings
Ease of Access
hl I " Optimize visual display

(3) Next, click on the [Turn Windows features on or off].
il &
@ - h » Control Panel » Programs » v & Search Control Panel ]

Control Panel Home

m Programs and F
System and Security Uninstall a program [ 8 Tum Windows features on or off memstanad updates

Run programs made f csione ot Wiodo 5o/ to install a program

Nebwork and Intemet
Hardware and Sound @ Default Programs

Chenge default settings for media or devices
Mzke 3 file type ahways open in a specfic program | Set your default programs

Programs
User Accounts and Family
Safety

Appearance and
Personalization

Clack, Language, and Region

Ease of Access
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Appendix A: Installation of the .NET Framework 3.5 (Windows 8/8.1)

Then, following screen will be opened.

Turn Windows features on or off

To turn a feature on, select its check box. To turn a feature off, clear its
check box. A filled box means that only part of the feature is turned on.

[ . NET Framework 3.5 (includes .NET 2.0 and 3.0)
[=] . NET Framework 4.5 Advanced Services

O | Active Directory Lightweight Directory Services
L0 Hyper-v

jg- Internet Explorer 10
O | Internet Information Services

O . Internet Information Services Hostable Web Core
[¥] || Media Features
I:U,,; Microsoft Message Queue (MSMQ) Server

O . Metwork Projection
[=] | Print and Document Services

[C1 1 RAS Connectinn Mananer Administratinn Kit (CMAK) i

| ok || Cancel |

(4) Check on the [.NET Framework 3.5 (included .NET 2.0 and 3.0)], and then click on the [OK].

Turn Windows features on or off

To turn a feature on, select its check box. To turn a feature off, clear its
check box. A filled box means that only part of the feature is turned on.

O | Active DirectTysightweight Directory Services
L0 Hyper-v

[V | Internet Explorer 10
[ | Internet Information Services

O | Internet Information Services Hostable Web Core
[+] | Media Features L.
I:‘__[,,- Microsoft Message Queue (MSMQ) Server CheCk on thls Iteml

O . Network Projection

Bk . and then click on the [OK].

(5) Following screen will be displayed.
Then, click on the [Download files from Windows Update].

Windows needs files from Windows Update to finish installing some
features.

Download files from Windows Update

# Don't connect to Windows Update
Mo changes will be made to your PC.
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Appendix A: Installation of the .NET Framework 3.5 (Windows 8/8.1)

The ".NET Framework 3.5 (included .NET 2.0 and 3.0)" is installed by the above.
The completion of this install will take several minutes.
Wait until it is completed.

After the install of ".NET Framework 3.5 (includes .NET 2.0 and 3.0)" was completed, resume the install of the
AKM-RSM-100 from [Procedure 2].
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Appendix A: Installation of the .NET Framework 3.5 (Windows 10)

[Windows 10]

The procedure to install .NET Framework 3.5 (includes .NET 2.0 and 3.0) in Windows 10 is the following.
(1) First, Connect PC to the internet.

(2) Open the [Control Panel] by using [All apps] - [Windows System] - [Control Panel],
and then click on the [Programs].

Control Panel - o X
T » Control Panel » v @& |Search Control Panel p
Adjust your computer’s settings View by: Category =
System and Security p. User Accounts
Review your computer's status a @ Change account type
Save backup copies of your files with File . "
Higtory Appearance and Personalization
Backup and Restore (Windows 7} w Change the theme
sl and) T probi cme Adjust screen resolution
{ {,  Network and Internet . Clock, Language, and Region
View network status and tasks Add alanguage
Choose homegroup and sharing options

Change input methods

./ Hardware and Sound Change date, time, or number formats

%’ View devices and printers Ease of Access
Add a device @
.

Let Windows suggest settings
Optimize visual display

(3) Next, click on the [Turn Windows features on or off].

[ Control Panel\Programs - [m] X

« “ 4 [@ > ControlPanel > Programs » v & Scarch Control Panel y)

Control Panel Home

~~ Programs and Fegrer )

LY Uninstelt 2 program [ €9 Turm Windows features on or off | Viewinstalled updates

System and Security
toinstall a pregram

Run programs made fi i, =

Network and Internet
Hardware and Sound e Default Programs
Change default settings for media or devices
Make a file type always open in a specific program | Set your default programs

.

Programs
User Accounts

Appearance and
Personalization

Clock, Language, and Region

Ease of Access
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Appendix A: Installation of the .NET Framework 3.5 (Windows 10)

Then, following screen will be opened.

Windows Features - [m} hed
Turn Windows features on or off (7]

To turn a feature on, select its check box. To turn a feature off, clear its
check box. A filled box means that only part of the feature is turned on.

_ [|BY NET Framework 3.5 (includes .NET 2.0 and 3.0) 5]

[m]  .MNET Framework 4.6 Advanced Services

Active Directory Lightweight Directory Services
Embedded Shell Launcher

Hyper-V

Internet Explorer 11

Internet Information Services

Internet Information Services Hostable Web Core
Legacy Components

=

®
oooRgod

&

Media Features
Microsoft Message Queue (MSMO) Server
Microsoft Print tn PIE Bt

Cancel

®
A0

(4) Check on the [.NET Framework 3.5 (included .NET 2.0 and 3.0)], and then click on the [OK].

Windows Features - [m} hed
Turn Windows features on or off (7]

To turn a feature on, select its check box. To turn a feature off, clear its
check box. A filled box means that only part of the feature is turned on.

\ET Framework 3.5 (includes .NET 2.0 and 3.0)
N aggework 4.6 Advanced Services

Active Directory thhiyyeight Directory Services
Embedded Shell Launcher
Hyper-V

Internet Explorer 11

el

EY

OoorROOOm

Internet Information Services
Internet Information Services Hostable Web Core

e —~ Check on this item,
ega omponents
M:di?rFeaturpes _— and then click on the [OK].

Microsoft Message Queue (MSMO) Server

g
Microsnft Print to PDE _—
(C=q conce

&

®
A0

(5) Following screen will be displayed.
Then, click on the [Download files from Windows Update].

Windows Features

Windows needs files from Windows Update to finish installing some features.

—> Download files from Windows Update

S
—> Don't connect to Windows Update

Mo changes will be made to your PC.

Cancel
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Appendix A: Installation of the .NET Framework 3.5 (Windows 10)

The ".NET Framework 3.5 (included .NET 2.0 and 3.0)" is installed by the above.
The completion of this install will take several minutes.
Wait until it is completed.

After the install of ".NET Framework 3.5 (includes .NET 2.0 and 3.0)" was completed, resume the install of the
AKM-RSM-100 from [Procedure 2].
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Appendix A: Installation of the .NET Framework 3.5 (Windows 11)

[Windows 11]

The procedure to install .NET Framework 3.5 (includes .NET 2.0 and 3.0) in Windows 11 is the following.
(1) First, Connect PC to the internet.

(2) Open the [Control Panel].
[Control Panel] will be opened by the following procedure.

(a) Open by using Windows Explorer:

Open Explorer by using this icon.

Click on the [1].

‘w= File Explorer

New ¥ Sort 8= View v ses

> Quick access v O O Search Quick access

~ Folders (4)

v Quick access
Desktop — Downloads
Deskt L
M Desktop * i This PC N s C
J Downloads  # * *
m Documents Pictures
= D : -
= Documents 4 = s E This PC
P4 Pictures » * »
> @ OneDrive ~ Recent files (0)

The desktop information will be displayed. And there is a [Control Panel] in it. Double-click it.

B Desktop

= [m] b
@ New - w Tl sort ~ 2= Vipw ~
“ v U Desktop v G O Search Deshftop
v Quick access ‘ OneDrive Evalugtion
@ Desktop »

= Documents 4

This PC Libraries
i Downloads »

_ — |
Pictures * 1.90 TB free of 3.63 TB

» @ OneDrive h Network

> [l This PC

Control Panel

Shertcut
203 KB

oy  RecycleBin
te

P -
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Appendix A: Installation of the .NET Framework 3.5 (Windows 11)

(b) Open from Start menu:

In the Search field ([Type here to search]) of the Start menu, type "Control Panel" in and
[Control Panel] will appear. Click it.

O cantrol Panel

Al Apps Documents Web  More &
Best match
\ |
I Lﬂ Control Panel G"E
App o h—
Apps Control Panel
App

@ Seftings >

Settings 7 open

E System > e

(3) Open [Programs] in the Control Panel.

Control Panel

¢ > v 4 > Control Panel v~ C »p
Adjust your computer’s settings View by: Category ¥

System and Security User Accounts
Review your computer's status
Save backup copies of your files with File History

Backup and Restere (Windows 7)

“ Network and Internet
—
e

# Change account type
Appearance and Personalization

View network status and tasks

Clock and Region
Hardware and Sound

_a View devices and printers
Add 5 device
=] Programs
r Uninstall 2 program

Change date, time, or number formats

Ease of Access
Let Windows suggest settings
Optimize visual display

(4) Click on the [Turn Windows features on or off] in the [Programs and Features].

8 Control Panel\Programs - O

<« > ~ 4 [ Control.. > Programs > ~ e} Search Contral Panel »

Centrol Panel Home

2 Programs and Feziu
‘P 9

System and Security B Uninstall a program ‘ 5 Tum Windows featurcs on or off ' View installed updates
Run programs made forPrEMEUE TermenE ST e T Tiow to install a program

Network and Internet

Hardware and Seund Default Programs

Change default settings for media er devices
Programs

.

User Accounts

Appearance and
Personalization

Clock and Region

Ease of Access
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Appendix A: Installation of the .NET Framework 3.5 (Windows 11)

Then, following screen will be opened.

1 Windows Features

Turn Windows features on or off o
To turn a feature on, select its check box. To turn a feature off, clear its
check box. A filled box means that only part of the feature is turned on.
(W] ET Framework 3.5 (includes .NET 2.0 and 3.0)
B MNETFramework 4.8 Advanced Services
(7" Active Directory Lightweight Directory Services
[ Containers
(=~ Data Center Bridging
[J° Device Lockdown
[ Guarded Host
7 Hyper-v
[J° " Internet Information Services
()" Internet Information Services Hostable Web Core
(7" Legacy Components
| Media Features
Cancel

(5) Check on the [.NET Framework 3.5 (included .NET 2.0 and 3.0)], and then click on the [OK].

1 Windows Features

Turn Windows features on or off (7]

To turn a feature on, select its check box. To turn a feature off, clear its
check box. A filled box means that only part of the feature is turned on.

\ET Framework 3.5 (includes .NET 2.0 and 3.0)
— g} sgework 4.8 Advanced Services
(7 Active Directory thhigyeight Directory Services
[ Containers
(=~ Data Center Bridging
[J° Device Lockdown
[ Guarded Host ™~
O Hyper-v ™~ Check on this item,
(" Internet Information Services
[J7" Internet Information Services Hostable Web Core and then click on the [OK].
(7" Legacy Components ’/
[+] NMedia Fea £

Cancel

(6) Following screen will be displayed.
Then, click on the [Let Windows Update downloaded the files for you].

Windows needs files from Windows Update to finish installing some features.

— Let Windows Update download the files for you

—> Don't download files. Mo changes will be made to your PC
Ne changes will be made to your PC.

Cancel
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Appendix A: Installation of the .NET Framework 3.5 (Windows 11)

The ".NET Framework 3.5 (included .NET 2.0 and 3.0)" is installed by the above.
The completion of this install will take several minutes.
Wait until it is completed.

After the install of ".NET Framework 3.5 (includes .NET 2.0 and 3.0)" was completed, resume the install of the
AKM-RSM-100 from [Procedure 2].
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Appendix B: Setting of the Default Programs (Windows 8/8.1)

Appendix B: Setting of the Default Programs

[Windows 8/8.1]

The setting procedure for the PDF file to be opened by Adobe Reader is the following in Windows 8 (or Windows 8.1).

(1) Install Adobe Reader in advance.

(2) Open the [Control Panel], and then click on the [Programs].

>

History

1+ & » Control Panel »

Find and fix problems
. Metwork and Internet
@l‘ View network status and tasks
~&2. Choose homegroup and sharing options
, / Hardware and Sound
Z View devices and printers
Add a device

o )

Uninstall a program

Adjust your computer’s settings

il  System and Security
Review your computer's status
Save backup copies of your files with File

A

v ¢ |Search Control Panel

View by: Category ¥

User Accounts and Family Safety
) Change account type
) Set up Family Safety for any user

Appearance and Personalization
Change the theme

Change desktop background

Adjust screen resolution

Clock, Language, and Region
Add a language

Change input methods

Change date, time, or number formats

Ease of Access
Let Windows suggest settings
Qptimize visual display

(3) Next, click on the [Make a file type always open in a specific program].

Control Panel Home

Systern and Security
Metwork and Internet

Hardware and Sound

Programs

User Accounts and Family
Safety

Appearance and
Personalization

Clock, Language, and Region

Ease of Access

@l

@ A v Control Panel +» Programs »

Programs and Features

Uninstall a program '@Tum Windows features on or off
Run programs made for previous versions of Windows

Default Programs

v O Search Control Panel

B

Make a file type always open in a specific program ) Set your default programs

View installed updates
How to install a pregram

o
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Appendix B: Setting of the Default Programs (Windows 8/8.1)

(4) Next, select the line of ".pdf" from the list. Then, ¢

lick on the [Change program...].

Associate a file type or protocol with a specific program

Click on an extension to view the pragram that currently opens it by default. To change the d

Reader

®© = 1 [Z<« Programs + Default Programs » Set Associations v ¢ Search Control Panel p

efsult pragram, click Change program.

Change program...

Name Description
2 |.partial Partial Download
l?.pbk Dial-Up Phonebook

_.pch PCH File

] pt
pdfxml

PDF File
Adobe Acrobat PDFXML Document

oY

.pds PDS File

Iﬂ.pdx Acrobat Catalog Index

a2 pef PEF File

=) nefmnncfa Derfarmanre Manitar Canfinnratinn

Current Default &
Internet Explorer
Remote Access Phonebook

Unknawn application

Adobe Reader
Unknown application
Adobe Reader
Photos

v

Recnirre and Perfrrmance Manitar

Then, following screen will be opened. Click on the [Adobe Reader].

How do you want to open this type of file (pdf)?

L.J Keep using Reader

. Adobe Reader

More options

(5) Confirm that [Current Default] item was changed to [Adobe Reader]. Then, click on the [Close].

Associate a file type or protocol with a specific program

Adobe Reader
Adobe Systems Incorporated

® ~ 4 [£ « Programs » Default Programs » Set Associations v ¢  Search Control Panel o

Click on an extension te view the program that currently opens it by default. To change the default program, click Change program.

Change program...

Name . Description

S S

pic Certificate file

L |.pTm PKCS #7 MIME Message

El.p7r Certificate Request Response
ps PKCS #7 Signature

&) partial Partial Download

¥ pbk Dial-Up Phonebook

__|.pch PCH File

_|.pdb PDE File

o pot Adabe Acrobat Document

<

Current Default &

S
Windows Contacts
Unknown application
Crypto Shell Extensions
Crypto Shell Extensions
Internet Explorer

Remote Access Phonebook

Unknown application

The setting is completion in the above.
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Appendix B: Setting of the Default Programs (Windows 10)

[Windows 10]

The setting procedure for the PDF file to be opened by Adobe Reader is the following in Windows 10.
(1) Install Adobe Reader in advance.

(2) Open the [Control Panel], and then click on the [Programs].

EE Control Panel

4 » Control Panel » v D |Sear:h Control Panel »p
Adjust your computer’s settings View by: Category ~

System and Security User Accounts
Review your computer's status Q Change account type
Save backup copies of your files with File History -

Backup and Restore (Windows 7)
Find and fix problems

- -
ol Network and Internet
\ View network status and tasks b 1

Appearance and Personalization
Change the theme
Adjust screen resolution

&5

Clock, Language, and Region
Add a language

Change input methods

Change date, time, or number formats

Choose homegroup and sharing options

, / Hardware and Sound
Wiew devices and printers

3
Add a device Ease of Access
Let Windows suggest settings
0]

Optimize visual display
o MEpregram

(3) Next, click on the [Make a file type always open in a specific program].

81 Control Pan el\Programs

&« v g E » Control Panel » Programs » ~| 0 Search Control Panel yel

Control Panel Home

¢ Programs and Features

» . " PR

System and Security ] Uninstall a program | @ Turn Windows featu.ras on or off \HE.W installed updates
Run pregrams made for previous versions of Windows | How te install a program

Network and Internet

Hardware and Sound 5% Default Programs i i .
Change default settings for media or dewces( Make a file type always open in a specific program )
Set your default programs

* Programs

User Accounts

Appearance and
Personalization

Clock, Language, and Region

Ease of Access
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Appendix B: Setting of the Default Programs (Windows 10)

(4) Next, select the line of ".pdf" from the list. Then, click on the [Change program...].

Control Panel\Programs\Default Programs\Set Associations

« « 4[]« Programs > DefaultPrograms > Set Associations ~ @ | Search Control Panel P

Associate a file type or protocol with a specific program

Click on an extension to view the program that currently opens it by default. To change the default program, click Change program.

Microsoft Edge
Microsoft Corporation

Name Description Current Default ~
L1 p7s PKCS #7 Signature Crypto Shell Extensions

& pano PANO File Photos

£ partial Partisl Download Internet Explorer

& pbk Dial-Up Phonebook Remote Access Phonebook

[ .pch PCH File Unknown application

Lodo DPDEEle Loknown application

i PDF File M Edge )
NPEEiEl dobE Acrobat TUFRMIL Document dobe Reader

[ pds PDS File Unknewn application

= e Acrobat Catalag Index Adobe Reader

& pef PEF File Photos

|= perfmoncfg Performance Monitor Configuration Resource and Performance Monitor
= - . o s

Close

Choose the [Adobe Reader], and click on the [OK].

How do you want to open this .pdf
file from now on?

Keep using this app

Microsoft Edge
Open PDF: right in your web browser.

Other options

Adobe Reader

Look for an app in the Store

More apps

OK

(5) Confirm that [Current Default] item was changed to [Adobe Reader]. Then, click on the [Close].

Control Panel\Programs\Default Programs\Set Associations

« « 4 [£l« Programs » Default Programs » Sct Assaciations v|& | Sesrch Control Panel o

Associate a file type or protocol with a specific program

Click on an extension to view the program that currently opens it by default. To change the default program, click Change program.

Adobe Reader
Adobe Systems Incorporated
Neme Description Current Default ~
[B.p12 Personal Information Exchange Crypto Shell Extensions
SlpTe PKCS #7 Certificates Crypto Shell Extensions
(=g Certificate file Windows Contacts
[.p7m PKCS #7 MIME Message Unknown application
[P Certificate Request Response Crypto Shell Extensions
[1.p7s PKCS #7 Signature Crypto Shell Extensions
& .panc PANO File Photos
&).partial Partial Download Internet Explorer
¥ pbk Dial-Up Phonebeck Remete Access Phonebook
[7.pech PCH File Unknown application
[ .pdb PDE File
. pdf Adobe Acrobat Document v
< >
Close

The setting is completion in the above.
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Appendix B: Setting of the Default Programs (Windows 11)

[Windows 11]

The setting procedure for the PDF file to be opened by Adobe Reader is the following in Windows 11.
(1) Install Adobe Reader in advance.

(2) Click Windows [Settings] - [Apps] - [Default apps].
At the bottom of the [Default apps] screen, click [Choose defaults by file type].

<« settings = B X <& settings - o x
Q Apps Q Apps > Default apps
u Xbox Game Ul >
s— Apps & features
Find a setting 2 8= |nctalled apps, app execution alisses 2 Find a setting o

B rxvoxtive >

- system Fg Defeultapos 5 - System

Defaults for file and link types, other defaults

©  Bluetooth & devices O Bluetooth & devices B vourrhone >
¥ Network & internet \ne maps ¥ Network & internet
stwork & nterne U8 qunicads soragelocaton,map updtes 2
/' Personalization /' Personalization =
+  Optional features
>
| B8 Apps & xtra functianality for your device | 8 Apps Choose defaults by file type >
& Accounts & Accounts
Apps for webites - ) 5
® Time & language Websitezthat canloperlivenanplmteadcialbaoesy ®  Time & language Choose defaults by link type >
» @ G
ey [ Video playback N Ay
. Video adjustments, HDR streaming, battery options . )
K Accessibility K Accessibility Resctalldeiaultapps =
P Privacy & securi Startu @ Privacy & security
Yooy (8 ops thatstrtauto o >
» s you'sig ) @ Gethelp
@® Windows Update @ Windows Update

£ Give feedback

(3) Enter ".pdf" in [Set a default for a file type or link type] on the screen displayed next.
Then, as shown in the figure below, an app for .pdf files that is not Adobe Reader is displayed.
So, click on the view of the app.

€ Settings

_— If you type .pdf here,
Q — = > Choose defaults by fil

Set defaults for file types

Current default app will be displayed here.

Find a setting ie / B . .
Click on this app item.
M System
. Microsoft Edge
@ Bluetooth & devices Microsoft Edge PDF Document

¥ Network & internet

*Note: If you click on an item in the app and

pdfxml

/'  Personalization
n H n

B Apes b chosses defaut . you see the "Before you switch" screen as

& Accounts shown in the figure below, click [Switch

9 Time & language ‘@ Gethelp anyway].

€ Gaming

K Accessibili &
ey Before you switch

& Privacy & security
N Try Microsoft Edge-it's fast, secure, and built for
Windows Update Windows 11.

Check it out

Switch anyway
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Appendix B: Setting of the Default Programs (Windows 11)

(4) The screen below will open, select [Adobe Reader], and then click OK.

How do you want to open .pdf files from
now on?

Keep using this app

Microsoft Edge
Open PDFs right in your web browser.

Other options

Adobe Acrobat DC

. Loock for an app in the Microsoft Store

More apps -

OK

(5) Confirm that [Current Default] item was changed to [Adobe Reader]. Then, click on the [Close].

& Settings - 0 x
Q- ** > Choose defaults by file type
Set defaults for file types
Find a setting Jel pdf »
B System pef
@ Bluetooth & devices ?j‘co::e::g;a;:zfr‘e"t C
¥ Network & internet
/' Personalization -pdfxmi
| B Apps 4+  Choose s default @
& Accounts
®  Time & language ‘@ Gethelp
#  Gaming
K Accessibility
@ Privacy & security
@® Windows Update

The setting is completion in the above.
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July, 2010
August, 2010
November, 2010

Version 1.0.0.0
Version 1.1.0.0
Version 2.0.0.0

April, 2011 Version 3.0.0.0
July, 2011 Version 3.1.0.0
June, 2012 Version 4.0.0.0

Version 4.1.0.0
Version 4.2.0.0

September, 2012
March, 2013

May, 2013 Version 4.3.0.0
June, 2013 Version 4.3.1.0
June, 2013 Version 4.3.2.0
July, 2014 Version 4.4.0.0

Copyright (C) 2010-2023 Akiyama Manufacturing
Publishing office: Akiyama Manufacturing

December, 2014
August, 2015
July, 2016
December, 2016
July, 2018
September, 2018
April, 2019

May, 2019

July, 2019
November, 2019
February, 2022
July, 2023

Serial Port Monitor and Analyzer (Model: AKM-RSM-100) Setup Manual

Version 4.5.0.0
Version 4.5.0.0a
Version 4.6.0.0
Version 4.6.1.0
Version 4.8.0.0
Version 4.8.1.0
Version 4.8.2.0
Version 4.8.3.0
Version 4.8.4.0
Version 4.8.5.0
Version 4.12.0.0
Version 4.13.0.0

Caution:

(1) You must not reprint all (or a part) of the contents of this manual without getting the permission of Akiyama

Manufacturing.

(2) The contents of this manual may be changed in the future without a notice.
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